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ABSTRACT

Introduction. The use of biocides in primary and secondary protection ensures prolonged biological resistance of building materials.
However, assessing their potential in cement systems requires a comprehensive analysis, taking into account the alkalinity of the
environment, chemical compatibility with binder components, and the selection of an effective concentration. This article presents
a comparative analysis of the resistance of biocides, conserving agents, and auxiliary components to Aspergillus niger micromycete to
justify their applicability for protecting cement composites from biocorrosion. Materials and methods of research. The efficiency
of biocides (alaminol, polyhexamethylene guanidine hydrochloride (PHMG), food conserving agents (sodium propionate, nisin), and
additional components (butylene glycol, hydroxypropyl methylcellulose (HPMC)) against the micromycete Aspergillus niger, which is
highly resistant to adverse conditions, was analyzed. A series of aqueous solutions of the additives studied were used at the dosages
recommended by the manufacturers. Fungicidal and fungistatic activity were assessed based on the mycelial growth inhibition
zone and fungal growth rate. Results and discussion. PHMG demonstrated the highest biocidal effictiveness against Aspergillus
niger, providing complete suppression of test culture growth across the entire concentration range. The growth of the inhibition
zone from 4 to 7 mm correlated with an increase in the biocide dosage from 1% to 5%. Modification of the samples with alaminol at
concentrations of 5% and 8% resulted in the formation of an inhibition zone of 3-4 mm and the absence of visible mycelial growth.
The remaining additives studied (sodium propionate, nisin, HPMC, and butylene glycol) did not exhibit any independent fungicidal
activity under these conditions. Conclusion. The study conducted gives grounds for the perspective of using polyhexamethylene
guanidine hydrochloride as an effective bioprotective agent for cement composites.
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AHHOTALMA

BepeHue. MprimeHeHre 6UOLMAOB Ha 3Tanax NePBUYHON 1 BTOPUYHON 3aLiMTbl 06ecneymBaeT MPOSIOHIMPOBaHHY 6UOCTONKOCTb
CTpouTeNibHbIX MaTepuanos. OgHaKo OLeHKa MX NePCNeKTMBHOCTA B LLIeMEeHTHbIX CMcTeMax TpebyeT KOMMIeKCHOro aHanmsa B 3a-
BMUCMMOCTY OT LENOYHOCTM Cpefibl, XMMUYECKO COBMECTMMOCTH C KOMMOHEHTaMu BAXYLLEero, noabopa 3¢pdeKTBHON KOHLEHTpa-
uunn. B gaHHOWM cTaTbe paccMaTpPUBaETCA CPaBHUTENbHbIV aHaNM3 rPMOOCTONKOCTU OGUOLMAO0B, KOHCEPBAHTOB 1 BCMOMOraTeNIbHbIX
KOMIMOHEHTOB B OTHOLLUEHMN MUKpomuLeTa Aspergillus niger ¢ Lenbio 060CHOBaHUA UX MPUMEHUMOCTM AN 3alWNTbl LLEMEHTHbIX
KOMMO3UTOB OT 61MoKoppo3uun. MaTepuanbi u MeToabl nccnepgoBaHusd. NposefeH aHann3 3GHGEKTUBHOCTY GOLMAOB (anamuHor,
nonurekcameTuneHryaHuauH rugpoxnopug (MrMr)), KoHcepBaHTOB NULLEBOO Kacca (NMPOonMoHaT HaTPUA, HU3KH) 1 BCMOMOraTesib-
HbIX KOMMOHEHTOB (OYTUNEHIKONb, FrapoKcunponuaMmetunuenntono3sa (MML)) k mukpomuuety Aspergillus niger, obnapatowemy
BbICOKOW YCTOMUMBOCTbIO K HEO6NAronpraTHbIM YCNoBUAM. [1nA npoBefeHWs UCMbITaHWI UCMOMNb30BaNIUCh CEPUN BOAHBIX PaCTBOPOB
nccnegyemMbix 406aBOK B 4O3UPOBKaX, PEKOMEH0BaHHbIX Npon3BoanTensamu. OueHKa GYyHrMUMAHON N GYHIMCTaTUUECKOWN aKTUB-
HOCTV MPOBOAMIACH MO 30HE UHIMOUPOBAHMSA POCTA MULIENVA Y MHTEHCUBHOCTY Pa3BUTUA rprboB. Pe3ynbratbl 1 06CyKaeHuA.
Han6onbLuyto 6roumnaHyto sddekTrBHOCTb NpoTrB Aspergillus niger npogemoHcTpriposan MM, o6ecneunBatoLLmil NOIHOE NOAaBe-
HVe Pa3BUTUSA TECT-KYNbTYPbl BO BCEM [ana3oHe KOHLEHTPaLWi, NPy STOM POCT 30HbI UHIMOUPOBAHUA OT 4 A0 7 MM KOppenupyeT
C yBenMyeHvem Jo31poBKM brouraa ot 1% ao 5%. MognduurpoBaHrie 06pasLOB anamrHONOM B KOHLeHTpauusax 5% v 8% conpo-
BOXKAaN0Cb GOPMUPOBaAHVIEM 30HbI MHIMOVMPOBaHUA 3—4 MM 1 OTCYTCTBMEM BMAUMOTO pocTa Muuenus. OcTanbHble nccnegyemble
[o6aBky (NponuoHaT HaTpwuA, HU3KWH, [MIML, 1 6y TUneHrNKoNb) He NPOABMIV COBCTBEHHON GYHMMLUAHON aKTUBHOCTU B AAHHbIX
ycnoBusx. 3akntoueHue. [poeefeHHoe nccnefoBaHne 060CHOBbIBAET NepPCNeKTUBHOCTb UCMOJIb30BaHNA NOMUTreKCAMETUNEHTY-
AHVAWH rMapoxnopmraa B Kauectse 3pheKTUBHOIO CpeacTBa Afa 61o3alnTbl LEMEHTHbIX KOMMO3UTOB.

KJTIOMEBBIE CJIOBA: 6rioung, KoHcepBaHT, Aspergillus niger, 30Ha MHIM6UPOBaHWA, rPUGOCTONKOCTb

UCTOYHUKU OUHAHCUPOBAHUNA HAYYHOI PABOTbI, PE3YJIETATOM KOTOPOI CTAJIA MYBJIMKALIUA: [laHHas pa6oTa
6bla peannsoBaHa B paMKkax KoHKypca HUY MICY Ha npoBefeHve dyHAAMEHTaNbHbIX Y NPUKNAAHbIX HAYUYHbIX NCCIef0BaHUI
(HP/HWNOKP) HayuHbIMY KONINEKTYBaMM OpraHmn3aLmi — YlieHOB 1 CTpaTernyeckux naptHepos OTpacneBoro KoHcopumnyma «Ctpou-
TeNIbCTBO U apxuTeKTypa» B 2026 rogy (KoHTpakT N2 BI'TY/K-26) c ncnonb3oaHnem obopynoaHus LieHTpa BbICOKMX TEXHOMOT I
Benropopckoro rocynapcTBEHHOro TeXHONOrMYeckoro yHmsepcuteta um. B.I. LLlyxoBa.

AnAa UUTUPOBAHUA:

[OyxaHuHa Y.H., Ctpokosa B.B., CrenuHa U.B., baxkeHoBa C.W. CpaBHUTENbHDBIN aHanu3 3GpHeKTUBHOCTY 6UOLIMAOB 1 KOHCEPBAHTOB AN
MCMoJb30BaHNA B LLeMEeHTHO cucTeme. HaHomexHono2uu 8 cmpoumesnscmae. 2026;18(4):529-536. https://doi.org/10.15828/2075-
8545-2026-18-4-529-536. - EDN: OVHHXJ.

INTRODUCTION in cement systems, the following should be taken into
consideration [1]:

To implement a technological solution for inhibiting  — high alkalinity of the environment, which can affect
destructive microorganisms at the primary and second- the stability of active components sensitive to it;

ary protection stages, biocidal additives are incorpo- — chemical composition of the cement system, the com-
rated into building materials or applied to the surface ponents of which can react with biocides, forming
of finished products. They ensure sanitary and hygienic substances that are inactive in suppressing micromy-
safety, which has a positive impact on the safety and cetes;

durability of construction projects. However, to assess = — the optimal concentration at which the effectiveness of
the potential of using biocides as fungicidal additives suppressing the growth of microorganisms is achieved
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without negatively affecting the hydration and physi-

cochemical properties of the cement stone;

— the structure of a modified building material which
can limit the migration of active substances to the
biodeterioration zone.

Despite the primary importance of ensuring the de-
struction of microorganisms that degrade building ma-
terials, it is important to consider the negative impact of
biocides on the cement system: active components can
negatively impact the hydration process by accelerating
moisture loss, reduce strength, and alter the rheological
properties of binders. For example, glutaric aldehyde and
copper or zinc salts [2—7] are adsorbed on the surface of
the cement grain and slow hydration, resulting in an in-
creased time to achieve the designed strength. Therefore,
a key objective is to maintain a balance of mutual compat-
ibility: inhibiting the growth and reproduction of fungi
and bacteria without degrading physical and mechanical
properties of concrete.

Since traditional approaches to ensuring the biostabil-
ity of concrete, based on the use of biocides containing
heavy metals and strong oxidizing agents, have limitations
in use due to their toxicity, possible antimicrobial resis-
tance, and a negative impact on physical and chemical
properties of cement stone, the scientific and practical
importance of searching for alternative solutions which
possess environmental safety and chemical compatibility
with the mineral matrix is increasing [8]. In this research,
conserving agents such as nisin, sodium propionate, and
butylene glycol, widely used in the food and pharmaceu-
tical industries as well as in dentistry, are considered as
promising inhibitors of decomposing microorganisms,
which determines their biopositive character and non-
toxicity [9—17].

To mitigate the negative impact of the active ingre-
dients of disinfectants on the binder, auxiliary compo-
nents are introduced into composite formulations that
act as stabilizers and modifiers of the physicochemical
properties of cement stone. Based on an analysis of the
scientific literature, the most preferred auxiliary com-
ponents compatible with biocides in cement systems are
hydroxypropyl methylcellulose (HPMC) and butylene
glycol. HPMC is primarily used to compensate for the
slower rate in the hydration kinetics of the cement ma-
trix due to its water-retaining properties and rheology
regulation, reducing the risk of deterioration in grade
strength. Moreover, HPMC exhibits a synergistic effect
with respect to biocides: by forming a polymer film on
the surface of the material, it hinders the adhesion of
microorganisms and prolongs the action of the active
components of disinfectants [18—19].

In addition to its own preserving activity against
a range of microorganisms, butylene glycol is used in bio-
cidal formulations as a multifunctional auxiliary compo-
nent. In cement systems, butylene glycol acts as a biocide

stabilizer, preventing their precipitation during tempera-
ture fluctuations and deactivation in the alkaline environ-
ment of concrete [20]. The addition of butylene glycol
ensures uniform distribution of disinfectants throughout
the mortar mixture, and during impregnation, by reduc-
ing the surface tension of the liquid phase, it improves
the penetrating ability of the formulations into the porous
structure of the concrete, which, consequently, increases
the depth of the protective layer.

Thus, assessing the potential of biocides, conserving
agents, and auxiliary components as effective modifiers
of protective compounds against micromycetes, while
maintaining the physical and mechanical properties of
building materials, seems essential.

The selection of Aspergillus niger micromycete as a test
culture was based on the following criteria: inclusion of
mold fungi in the list of strains regulated by GOST 9.048—
89 «Unified System of Protection against Corrosion and
Ageing. Technical Products. Laboratory Test Methods
for Resistance to Mold Fungi» for determining fungal
resistance; the morphological and cultural characteristics
of which ensure high experimental repeatability and ease
of morphometric analysis, allowing for precise record-
ing of the dynamics of changes under the influence of
fungicidal agents [21].

METHODS AND MATERIALS

To evaluate the efficiency and potential synergistic
interaction of biocides and preservatives used to inhibit
the growth of pathogenic microorganisms, as well as to
develop multifunctional systems, the following agents
were used: alaminol (JSC NIOPIK, Moscow), poly-
hexamethylene guanidine hydrochloride (PHMG) (LLC
NPO Termodinamika 3000, Dzerzhinsk) as biocides;
sodium propionate (ETON FOOD CO LTD, China),
nisin (Foodchem International Corporation, China) as
conserving agents; butylene glycol (China), hydroxypro-
pyl methylcellulose (HPMC) (LLC Formako, Omsk) as
auxiliary substances.

To determine the fungicidal and fungistatic properties
of the studied biocides, conserving agents, and auxiliary
components, a series of dilutions with a concentration
gradient for the active substance was prepared. The choice
of biocide concentrations is determined by the mecha-
nism of action and the working dosages specified by the
manufacturers in the instructions for use. Since polyhexa-
methylene guanidine hydrochloride (PHMG) [22] and
alaminol are strong synthetic biocides, the concentration
range recommended by the manufacturer for the sup-
pression of pathogenic microorganisms was selected to
evaluate their effectiveness: for PHMG — 1%, 3%, 5%;
for alaminol — 3%, 5%, 8%. For food conserving agents
(nisin and sodium propionate), the effectiveness of which
may decrease under conditions of high alkalinity of the
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cement system, a range of 1%, 3%, 5% was adopted. This
range, by ensuring comparability of results with synthetic
biocides, will allow us to evaluate their fungicidal potential
under identical experimental conditions. Since butylene
glycol is used as a plasticizer in cement systems and exhib-
its weak activity against micromycetes, high concentra-
tions are required to demonstrate its protective properties.
Therefore, butylene glycol concentrations were 5%, 10%,
and 15%. Although the recommended HPMC dosage in
cement systems is 0.1—0.4%, and the range chosen in this
study (1%, 3%, and 5%) significantly exceeds these limits,
which may affect the hardening kinetics and rheological
properties of the mixture, this approach is justified by
the need to evaluate the potential biocidal activity of the
component, which will allow for a fair comparison of
the component effectiveness with biocides under equal
conditions and determine the suitability of its use as an
independent biological protective agent. For the conve-
nience of identification, the compositions are assigned
conventional numbers (Table 1).

To assess the sensitivity of Aspergillus niger micromy-
cete to biocides, preservatives, and excipients, method 3
(GOST 9.049-91 «Unified System of Protection against
Corrosion and Ageing. Polymer Materials and Their
Components. Laboratory Test Methods for Resistance
to Mold fungi») was used. Sterile 8-mm diameter filter
paper disks, pre-impregnated with active substances, were
placed in Petri dishes containing solidified Czapek-Dox
medium pre-inoculated with an Aspergillus niger spore
suspension using the spray method. The spore suspension
was prepared by washing out micromycele colonies with
sterile water from the surface of a selective agar nutri-
ent medium. Antifungal activity was assessed based on
the degree of micromycete inhibition by measuring the
zone of growth inhibition or reduction in the colonization
capacity of fungi. The inhibition zone was calculated as
the arithmetic mean of the results of evaluating a series
of samples.

The degree of mold growth on the modified samples,
recorded 28 days after the start of the experiment, was
used as a criterion for the microbiological resistance
of the studied products. According to paragraph 1.6.7
of GOST 9.048—89 «Unified System of Corrosion and
Ageing Protection. Technical Products. Laboratory Test
Methods for Resistance to Mold fungi» fungal resistance
was characterized using a scale which quantifies the level
of micromycete attack on the samples.

RESULTS AND DISCUSSION

To evaluate the fungicidal and fungistatic activity of
biocides, preservatives, and auxiliary components, a study
was conducted to determine the fungicidal zone of each
component. The results of this study are presented in
Figure 1.

On the fifth day after Aspergillus niger inoculation, the
maximum inhibition zone, reaching 8 and 10 mm, was
recorded for samples treated with PHMG solutions at
concentrations of 3% and 5%, respectively. Less visible in-
hibition of micromycete growth was observed for samples
impregnated with alaminol solutions at concentrations of
5% and 8%, as evidenced by the presence of inhibition
zones of 4 and 5 mm.

Sample 13 (1% PHMG solution) showed weak ac-
tivity, with an inhibition zone of no more than 4 mm.
Despite the presence of a growth inhibition zone in other
samples, evenly distributed microbiological inclusions
were detected within it, indicating possible development
of persistent or resistant forms of Aspergillus niger to the
biocides and preservatives tested.

After 7 days of exposure, the growth inhibition zone
for samples treated with 1% and 5% PHMG solutions,
as well as an 8% alaminol solution, remained stable.
Meanwhile, in samples modified with 3% PHMG and
5% alaminol solutions, a decrease in the growth inhibition
zone by 1-2 mm was observed, indicating a decrease in
antifungal activity.

In all other samples, complete colonization of Petri
dishes by micromycetes was observed, indicating the inef-
fectiveness of the studied biocides and conserving agents
against Aspergillus niger under these conditions.

On the 14" day of the experiment, a decrease in the
diameter of the fungal growth inhibition zone was ob-
served in samples impregnated with 3% and 5% PHMG
solutions, indicating a reduced suppressive effect on mi-
cromycete growth. This decrease in fungicidal activity is
likely due to biochemical degradation of the active com-
ponents or physiological adaptation of microorganisms
to the antifungal compounds.

Upon completion of the study, PHMG solutions at
concentrations of 3% and 5% demonstrated the highest
fungicidal efficiency. Samples impregnated with alaminol
(8%) and PHMG (1%) solutions demonstrated a de-
crease in biocidal activity, assessed by a I mm decrease
in the diameter of the micromycete growth inhibition
zone. Meanwhile, the sample impregnated with alaminol
and PHMG solutions at a concentration of 3% remained
unchanged. Total contamination with Aspergillus niger
mycelium was recorded in samples treated with butylene
glycol, HPMC, nisin, and sodium propionate solutions,
indicating a lack of fungicidal and fungistatic effect even
with increased concentrations of the active ingredient.

Regarding the morphology of the inhibition zones,
those of samples treated with 3% and 5% PHMG solu-
tions are symmetrical, rounded, and have clearly defined
edges, indicating uniform diffusion of the biocide from
the carrier into the agarized medium. In contrast, the in-
hibition zone of the sample impregnated with 1% PHMG
solution is irregularly shaped with shaped edges and point
focuses of microbial growth, reflecting the heterogeneity
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Fig. 1. Effect of biocides, conserving agents, and auxiliary components on the intensity of development of Aspergillus niger micromycete (numbering

according to Table 1)
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Table 1. Rresistance of biocides, preservatives and auxiliary components against Aspergillus niger

Conventional Bioc.ide/ . e Fung?l grqwth C1L
composition Conservatlve. a‘\gent/ Concentration, Inhibition zone, |n-pomts
number of the auxiliary % mm (according to GOST
component 9.049-91)
1 3 not available 3
2 Alaminol 5 3 0
3 8 4 0
4 5 not available 5
5 Butylene glycol 10 not available 5
6 15 not available 5
7 1 not available 5
8 HPMC 3 not available 5
9 5 not available 5
10 1 not available 5
11 Nisin 3 not available 5
12 5 not available 5
13 1 4 0
14 PHMG 3 6 0
15 5 7 0
16 1 not available 5
17 Sodium propionate 3 not available 5
18 5 not available 5
19 Conrol - not available 5

of Aspergillus niger susceptibility to the biocide. According
to the results of the fungal resistance assessment of bio-
cides and preservatives presented in Table 1, samples im-
pregnated with PHMG solutions exhibit high and stable
fungicidal activity. They demonstrated not only a clear
inhibition zone but also the absence of fungal growth on
the carrying agents themselves.

Alaminol-based solutions at concentrations of 5%
and 8% demonstrated moderate effectiveness. The re-
maining samples, as well as the control one, showed no
protective effect for these compounds at the concentra-
tions tested.

Thus, based on fungicidal effectiveness and resistance
to Aspergillus niger, the products under study are ranked in
the order of increasing effectiveness as follows: control /
sodium propionate / nisin / HPMC / butylene glycol —
Alaminol -~ PHMG.

CONCLUSION

It was established that PHMG and Alaminol demon-
strated their ability to inhibit the growth of micromycetes

under model conditions. Polyhexamethylene guanidine
hydrochloride exhibited higher activity in fungal resis-
tance, with its effectiveness increasing with the increase
of concentration, indicating a dose-dependent effect. This
makes PHMG the preferred biocide for minimizing im-
pact on concrete properties.

Alaminol exhibits moderate fungistatic activity against
micromycetes, as evidenced by an inhibition zone of
3—4 mm over a concentration range of 5—8%.

The conserving agents nisin, sodium propionate, and
butylene glycol did not demonstrate activity against Asper-
gillus niger test culture, indicating the need for combina-
tions with other biocides.

Due to the demonstrated inability of HPMC to inhibit
the growth of Aspergillus niger even at high concentrations,
therefore limits its use like a modifier for adjusting the
rheological properties of cement systems.

These results will form the basis for further research
examining the synergistic effect of combinations of bio-
cides, conserving agents, and auxiliary components with
the purpose to assess their impact on physical and me-
chanical properties of cement stone.
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